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The first steps 

Basic requirements: 
An operating system: Windows 2000/XP/Vista or Windows NT 4.0 SP3 
An IBM-compatible PC with Intel® Pentium III- CPU 1GHz, 512MB RAM or 
equivalent, Graphic card with a recommended resolution of 1280x1024, A bi- 
directional Soundcard will be needed for transmit/receive capability..  

 

IMPORTANT 
 
If you want to use an ICOM PCR1500 / 2500, read the ICOM Manual carefully and 
follow ALL the instructions until itôs completely installed. After a successful 
Installation, the ICOM Driver will have changed the Soundcard settings and you 
will not hear any audio.. To change it back, go to standard settings: 
Start\Setting\Control Panel\Sounds and Audio Devices Properties.  Click ñAUDIOò 
and choose the soundcard of the PC under bothò Sound Playbackò and under 
ñSound Recordingò.  

 
NOTE: BE SURE THE ICOM SOFTWARE IS NOT LOADED  WHILE USING 

RadioCom!!! 

 
 

Connecting an antenna to the Receiver. 

If you have an amplified antenna, connect it per Manufacturerôs instructions.  
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Installation 

 
After turning the radio on, insert the RadioCom CD into the PC drive. The 
following window appears:  
 
(The CD-Key is burned on the 
CD and appears automatically.) 
 
First, select your radio from the 
òradio selectionñ list.  
 
Now, select the Comport, using 
ñComport Selectionñ. You can 
also select a preferred 
Comport, in case RadioCom 
was not able to find it and 
displays an error message. 
 
If the Setup still displays error 
messages, you may have to 
select the Comport manually.  
 
 

Manual Comport Selection 
ñFind serial portò will prompt RadioCom to 
search for the Radio. ñTest serial portò 
enables you to test the connectivity of the 
Comport . ñSelect serial portò assigns a 
concrete Comport number to a particular 
device. For the ICOM PCR/R 1500 or 2500 
Radios you have to select the Comport of 
your Radio instead the Comport of any 
attached Switchbox.  
 

 
 
Audio Output / Input Selection: 
If you have different Soundcards for the ICOM PCR/R 1500/2500 installed, you 
can choose the Audio Input Card here. You can also choose the Audio Input Jack 
(Line IN or Microphone) here as well.  
 

When you have completed your selections you are ready to press the ñinstallò 
button and RadioCom 6 will now proceed with the installation. When the 
installation is complete, a connection layout will open automatically in PDF format.  
You will also have one new icon on the Windows desktop.  
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Registration + Update/Data-Service: 

The Program RadioCom must be switched off! 
Right after the Installation an Internet Registration Window appears automatically. 
You have to register before you can run the Program. 
RadioCom has access to some resources 
(for example Frequency lists, Timer lists and 
Program updates), which you can download 
without extra cost via the Internet.  You 
simply have to click ñUpdateò and the 
adjacent window appears. 
 
Now, you will need to register. Please click 
the Button ñRegistrationò. If you ignore the 
entries, you cannot be identified and service 
will not be readily available in the case of a 
problem. If you want to remain anonymous, 
enter whatever you wish for address 
information. . If an incorrect email is 
supplied, youôll not be able to receive an 
email with the access code, with which you 
can re-activate a registration or transfer the code to another computer. 
 
 
The computer saves the access code in the Windows registry. You can see and 
copy it for security, if desired in order to be able to reactivate the Registration. 
The suffix changes after each Internet 
update. This must be taken into 
consideration if you uninstall the program or 
need to operate it on several computers. 
 
 For such changes, or if the error message 
"SUFFIX_OPEN_ERR" appears, manual 
activation must be utilized  and the access 
code entered by hand, as  a Registration by 
Internet is only possible one time.  
If the suffix should be lost, it is permissible 
to use a different suffix, in order to remedy 
this problem. However this can happen only 
8 times within 90 days.  
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2-channel operation 

With a special version of MeteoCom 6 it is possible to operate two radios at the 
same time. MeteoCom uses the stereo outlet of the sound card and decodes each 
channel separately. This way you can receive a fax message on one channel 
while a RTTY signal is decoded on the other. Sequential operation is no longer 
necessary. 
If you bought the version for two radios, simply connect the second radio in the 
same way you did the first one. Just use the special audio cable, which should be 
included in the package. There is a stereo plug on one end of the cable and two 
mono plugs on the other. Now insert the stereo plug (two rings) into the 
appropriate line-in or microphone jack of the computer and connect the mono 
plugs to the respective audio outputs of your radios.  
Next, you should make sure that the correct channel is connected to the correct 
radio. One example of a simple way to check this is to have radio 1 receives fax 
while radio 2 receives RTTY. If you find out that the connection is wrong, simply 
swap the audio wires.  

RadioCom Setup 

The installation program is capable of even more. If you should ever change to a 
different radio, reinstall or update RadioCom 6 via the Internet, you donôt have to 
insert the CD each time. You can easily open the RadioCom Setup. 
Youôll find the RadioCom Setup link here: 
 
[Start] [(All) Programs] [Bonito RC60] [Setup RadioCom] 
 

Changing to a different radio: You can select a different radio in ñChannel 
selectionò and close it. You donôt have to do a reinstall.  
 
Reinstall: Go to ñkeep adjustmentsò and confirm whether the audio or fax skew 
values are as desired. Then Press ñinstallò.  
 
Update service: You can update ProMeteo via the Internet by pressing the 
ñUpdateò button. ProMeteo automatically downloads the required updates and 
installs them. (Before updating the Software you must have already registered it 
first.) 

 

Familiarity Notice:  

These instructions will explain the operation this program (RadioCom). However, 
we assume that you are already quite familiar with the setup and operation of your 
radio as well as with  ñdigital modesò and ñsound-card supported encoding and 
decoding techniques and/or relevant softwareò. 
 
RadioCom includes many small help popups. When the mouse is on a tool bar or 
window, a popup or ñToolTipò will appear. This will show the function of the 
respective toolbar or window. If you press the right mouse button from the 
ñContext Menuò you will get further information. This is important for optimal use.  
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Expansion and Upgrade: 

The program is built in such a manner that later updates can extend and expand 
the basic functions, such as improved sending and receiving programs, analysis 
tools for radio data decoding and other new functions. The update service is only 
available for registered users and is done within the RadioCom Setup routine.  

 
For Upgrades and Sales in the USA contact: 

 
COMPUTER INTERNATIONAL 

St. Johns, Michigan 48879 U.S.A. 
radiocom@computer-int.com 

www.computer-int.com 
 

RadioCom 6 Workbench structure 
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Program Preferences 

Here you can make basic custom adjustments to the 
program appearance and functionality. 
 

Deleting old data after selected days: 

In order to prevent a build-up of old data on your 
computer you can have certain data deleted at defined 
intervals. The default value serves as a good initial 
setting, but you can customize the interval as desired.  
 
Tuning Offset:  
If your radio has a Frequency offset you can enter the 
value in Hz here. 
 
Save or Load the Configuration 
Here, one can save or reload the Configuration. 
 

 
Color Designs 
 
With this little tool you are able to choose a different 
design for your RadioCom program by simply 
clicking one of the preinstalled templates or select 
your own colors with the ñColor pickerò. Choose a 
program section from the dropdown list and change 
itôs color with the Mouse. After you have a created a 
custom Design, you can save and use it or share 
with your friends. Have fun with it. 

 

Here are some examples: 
 

     

Radio Control 


